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Features & Bene! ts
The 700  Series Ball Valve is a FULL FLOW all stainless 

steel certi! ed bar stock, two-piece, serviceable valve.

Anti-blowout stem design allows for high pressure 

operation in long term service.

Service kits are readily available, easy to install and can 

be installed multiple times. Visit www.OasisNGV.com for 

service instructions.

Fully CNC machined seats, balls and bodies ensure 

minimal, but even wear. Floating ball design further 

reduces seat wear & ensures gas tight seal even after 

extended service.

The complete Oasis range has been cycle tested to 

ensure LOWEST LIFE COST. Oasis recommends re-kitting 

all valves at 125,000 cycles. Service seal kits are readily 

available & simple to install.

Materials
ITEM PART MATERIAL

1 Body T304 Stainless steel*

2 Cap T304 Stainless steel*

3 Stem T316 Stainless steel

4 Ball T316 Stainless steel

5 Seats Delrin AF**

6 Glands and Thrust Delrin AF**

7 Body O-rings Nitrile N90+

8 Stem O-rings Nitrile N90+

*T316 SS. 

** PEEK available on request.
+ Viton available on request.

Delrin/Nitrile PEEK/Viton

MAWP = 6000 PSI (410 Bar) MAWP = 5400 PSI (375 Bar)

MAWT = 125 oC MAWT = 200 oC
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700 Series High Pressure Ball Valves

Applications 
CNG compressors, dispensers, priority panels, ! ll panels.

CNG storage. 

Trailers.

Panel Mounted* 

Actuator Mounted*

* Dimensions may vary from below table, please refer to 
relevant speci! cation sheets.

Dimensions (mm)
Product
Code

A B C D Cv* Kv**

BV702 50 28 7 90 4.23 3.65

BV703 59 32 10 125 12.93 11.15

BV704 73 38 13 125 23.78 20.50

BV706 100 55 20 177 49.71 42.85

BV708 108 69 26 177 92.67 79.89

BV710 115 75 32 200

BV712 136 90 38 200

Operating pressure range 800 PSI to 6000 PSI. 

Custom seat pro! le available for 7 PSI to 6000 

PSI. (Note: PEEK/Viton max pressure 5400 PSI at 

200 oC)

Burst Pressure > 20000 PSI.

NPT is standard quoted thread. SAE, BSP 

available or as per customer request.

Custom handle option's available on request.

All products are manufactured to ISO 9001:2000 

standards.

ISO15500 compliant.
* Cv = USGPM-PSI
** Kv = M3/hr-BAR


